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B-4000-L

Banco de trabajo diseñado para montaje de ventanas de 
aluminio y PVC. Construcción sólida y robusta. Superficie 
de trabajo de goma para evitar daños en los perfiles. Exten-
sible longitudinal y transversalmente. Mínimo espacio con 
la mesa plegada (2300x1000 mm) y máxima superficie 
con la mesa desplegada (4000x1800 mm).

• 2 devanadoras para goma. 
• 4 soportes para la colocación de componentes. 
• 6 enchufes eléctricos.
• 6 conexiones neumáticas. 
• Bandeja central.
• Bandejas laterales. 
• 2 Brazos intermedios para montajes pequeños. 
• 1 Pistola de aire. 
• 2 Soportes felpa.

Bench designed for aluminium and PVC enclosures as-
sembly. Solid and strong construction Working surface 
protected with rubber sections. Extensible in longitudinal 
and transversal direction. Minimum space taken while the 
bench is closed (2300x1000 mm) and maximum working 
area while it is opened (4000x1800 mm).

• 2 spoolers for electrical rubberised cables.
• 4 component storage boxes.
• 6 electric plugs.
• 6 pneumatic plugs.
• Central tray.
• Lateral trays.
• 2 intermediate arms for smallest assemblies.
• 1 air sprayer gun.
• 2 plush stands.

Especificaciones / Specification 
Dimensiones / Dimensions 4000x2000 mm

Peso / Weight 162 Kg


